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Follow us

5
YEAR*

ONLY WITH US

WARRANTY

•
 

•
 FTHITHi-Series Tool Holder Fixed Tool-Holder

Tools available
Nexus can be equipped with all tools compatible 
with the following tool holders: 

E
N

G

Cutting Size (mm /inch) 1220x820mm (48x32”) 1520x1020mm  (60x40”)
Speed 500mm (19,5”)/sec
Acceleration 0,5m/s2
Power Requirements Single phase - 100/240V  50/60Hz  6A
Air requirements 6 Bar/90 PSI 3,50 CFM 
Tool Change Manual
Tools Available 90°, 45°, 40°, Embossing, Creasing, Drawing tool 

and oscillating tool.
Connectivity USB 2.0/Bluetooth
File Format SVG, .PLT, .DXF, .CF2, .HPGL, .XML
Cutting Capacity 5mm (3/16”) with Tangential cutting tool

Media Hold System Pneumatic Button Clamps 
Buffer External PC
Supported OS Win 7,10
Tools Holder 1 + 1F
Fixed Tool Pen (Optional)

Weight 210 kg = 462 lb (120) 248 kg = 547 lb (150)

*the PC (not included) may be part of some local promotions or bundles.

Technical 
Data

Sizes

 Normal Flat Up-Right
Mod. 120 150 120 150 120 150

W. 1780mm
(70”)

2080mm 
(82”)

1780mm
(70”)

2080mm 
(82”)

1780mm
(70”)

2080mm 
(82”)

H.

1360mm
(53,5”)

1460mm 
(64,5”)

1394mm
(54,8”)

1850
(72,8”)

Multi-position Stand

Model 120 150
Width 1780mm (70”) 2080mm (82”)
Height 1295mm (51”) 1495mm (58,8”)

Depth 1420mm (55,9”) 1520mm (55,31”)

D. 1790mm 
(70,5”)

1100mm 

900mm
(35,4”)

900mm
(35,4”)

(43.3”)
850mm
(33,4”)

908mm 
(35,8”)

1540mm
(60,6”)

2050mm 
(80,7”)

Technical Data
ITH

INTERCHANGEABLE 
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International Patent







Nexus

Valiani srl
Via delle Regioni 305,
50052 Certaldo - Firenze - Italia
valiani.com - info@valiani.com

Follow us

5
YEAR*

ONLY WITH US

WARRANTY

•
 

•
 FTHITHi-Series Tool Holder Fixed Tool-Holder

Tools available
Nexus can be equipped with all tools compatible 
with the following tool holders: 

E
N

G

Cutting Size (mm /inch) 1220x820mm (48x32”) 1520x1020mm  (60x40”)
Speed 500mm (19,5”)/sec
Acceleration 0,5m/s2
Power Requirements Single phase - 100/240V  50/60Hz  6A
Air requirements 6 Bar/90 PSI 3,50 CFM 
Tool Change Manual
Tools Available 90°, 45°, 40°, Embossing, Creasing, Drawing tool 

and oscillating tool.
Connectivity USB 2.0/Bluetooth
File Format SVG, .PLT, .DXF, .CF2, .HPGL, .XML
Cutting Capacity 5mm (3/16”) with Tangential cutting tool

Media Hold System Pneumatic Button Clamps 
Buffer External PC
Supported OS Win 7,10
Tools Holder 1 + 1F
Fixed Tool Pen (Optional)

Weight 210 kg = 462 lb (120) 248 kg = 547 lb (150)

*the PC (not included) may be part of some local promotions or bundles.

Technical 
Data

Sizes

 Normal Flat Up-Right
Mod. 120 150 120 150 120 150

W. 1780mm
(70”)

2080mm 
(82”)

1780mm
(70”)

2080mm 
(82”)

1780mm
(70”)

2080mm 
(82”)

H.

1360mm
(53,5”)

1460mm 
(64,5”)

1394mm
(54,8”)

1850
(72,8”)

Multi-position Stand

Model 120 150
Width 1780mm (70”) 2080mm (82”)
Height 1295mm (51”) 1495mm (58,8”)

Depth 1420mm (55,9”) 1520mm (55,31”)

D. 1790mm 
(70,5”)

1100mm 

900mm
(35,4”)

900mm
(35,4”)

(43.3”)
850mm
(33,4”)

908mm 
(35,8”)

1540mm
(60,6”)

2050mm 
(80,7”)

Technical Data
ITH

INTERCHANGEABLE 
HEADS 
International Patent


	Pieghevole Nexus Mobile_ENG
	Pieghevole Nexus Mobile_ENG-2
	Pieghevole Nexus Mobile_ENG-3
	Pieghevole Nexus Mobile_ENG

